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2236 mm 
88.03"

1000 mm 
39.37"

2000 mm 
78.74"

XS8 S8 2x1m triangle

Series Plywood = 28 kg (55.10 lbs)
Composite = 18 kg (39.67 lbs)
Plexi = 38 kg (83.75 lbs) 

XS8PLY|TRI004

XS8COM|TRI004

XS8PLX|TRI004

1000 mm 
39.37"

Radius  1000 mm 
 39.37"

1000 mm 
39.37"

XS8 S8 circle table 1/4 circle r=1m (39.37")

Series Plywood = 26 kg (57.30 lbs) 
Composite = 18 kg (41.88 lbs)
Plexi = 50 kg (110.20 lbs)

XS8PLY|CRS001

XS8COM|CRS001

XS8PLX|CRS001

2000 mm 
78.74"

1000 mm 
39.37"

1000 mm 
39.37"

1414 mm 
55.67"

XS8 S8 2x1 trapezoid

Series Plywood = 25 kg (55.10 lbs) 
Composite = 18 kg (39.67 lbs)
Plexi = 38 kg (83.75 lbs) 

XS8PLY|TRA010

XS8COM|TRA010

XS8PLX|TRA010

1000 mm 
39.37"

1000 mm 
39.37"

1414 mm 
55.67"

XS8 S8 1x1m triangle

Series Plywood = 26 kg (57.30 lbs)
Composite = 19 kg (41.88 lbs)
Plexi = 50 kg (110.20 lbs)

XS8PLY|TRI006

XS8COM|TRI006

XS8PLX|TRI006
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Rock-solid  
Xstage Accessories

  Guard rails

  Connection accessories

  Xstage connectors

  Xstage dollies & transport carts

   Xstage stairs & steps

1100 mm 
3'-7 5/16"

912 mm 
2'-11 7/8"

ø 40 mm 
   1 9/16"

1100 mm 
3'-7 5/16"

890 mm 
2'-11 1/16"

ø 40 mm 
   1 9/16"

1100 mm 
3'-7 5/16"

1912 mm 
6'-3 1/4" ø 40 mm 

   1 9/16"

XS8GR|1000 1000mm guard rail for S8

Series Including attachment connectors

Weight = 4.60 kg (10.14 lbs)XS8

XS1GR|2000 2000mm guard rail for S1

Series Including attachment connectors

Weight = 6.50 kg (14.32 lbs)XS1

XS1GR|1000 1000mm guard rail for S1

Series Including attachment connectors

Weight = 4.60 kg (10.14 lbs)XS1

XS1CONNECTOR Xstage connector for XS1/XS8 series

Series Connecting element using a M5 allen bolt

Weight = 0.06 kg (0.13 lbs) 

XS1

XS8
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1100 mm 
3'-7 5/16"

1890 mm 
6'-2 7/16" ø 40 mm 

1 9/16"

XS8GR|2000 2000mm guard rail for S8

Series Including attachment connectors

Weight = 6.50 kg ( 14.32 lbs)XS8

XS1GRC| 
STRAIGHT

Guard rail connector for S1

Series For connection of neighbouring guard rails

Weight = 0.25 kg (0.55 lbs) XS1

1389 mm 
4'-6 11/16"

929 mm 
3'- 9/16"

ø 40 mm 
   1 9/16"

XS1GRH|1000 1000mm guard rail HD for S1

Series Including attachment connectors

Weight = 6.90 kg ( 15.21 lbs)XS1

1389 mm 
4'-6 11/16"

929 mm 
3'- 9/16"

ø 48 mm 
1 7/8"

XS8GRH|1000 1000mm guard rail HD for S8

Series Including attachment connectors

Weight = 6.90 kg (15.21 lbs)XS8

XS1GRH|2000 2000mm guard rail HD for S1

Series Including attachment connectors

Weight = 9.50 kg (20.94 lbs)XS1

1389 mm 
4'-6 11/16"

1929 mm 
6'-3 15/16"

168 mm 
6 5/8"

ø 40 mm 
   1 9/16"

XS8GRH|2000 2000mm guard rail HD for S8

Series Including attachment connectors

Weight = 9.50 kg (20.94 lbs)XS8

1389 mm 
4'-6 11/16"

1929 mm 
6'-3 15/16" ø 48 mm 

1 7/8"
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XS8GRC| 
STRAIGHT

Guard rail connector for S8

Series For connection of neighbouring guard rails

Weight = 0.25 kg (0.55 lbs)XS8

XS8GRC|
CORNER

Guard rail corner connector for S8

Series For connection of neighbouring guard rails 
in the corner
Weight = 0.25 kg (0.55 lbs)

XS8

XS8LEGC|4LEGS Connector for legs/4 for S8

Series 

Weight = 2.3 kg (5.07 lbs)XS8

XS1GRC|  
CORNER

Guard rail corner connector for S1

Series 

Weight = 0.25 kg (0.55 lbs)XS1

XS8LEGC|2LEGS Connector for legs/2 for S8

Series 

Weight = 1.00 kg (2.20 lbs)XS8

XS1CHAIRSTOP 
|1000

1m of chair (flip) stop for S1/S8

Series 

Weight = 1 kg (2.20 lbs)

XS1

XS8

187 mm 
7 3/8"

70 mm 
2 3/4"

80 mm 
3 1/8"
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XS8CART-V Al transport cart - vertical position

Series Holds up to 6 pcs of S1 and 10 pcs of S8

Weight = 37.46 kg (81.55 lbs)

XS1

XS8

XS1STAIRS-ADJ| 
600-1000

Adjustable 600 - 1000mm stairs (23.62"-39.37")

Series Includes guard rails

Weight = 35.00 kg (77.14 lbs)

XS1

XS8

XS8CART-H Transport cart - horizontal position

Series Holds up to pcs 5 stages for S1/S8/S8

Weight = 58.00 kg (127.83 lbs)

XS1

XS8

XS1STAIRS-ADJ|
1000-1500

Adjustable 1000 - 1500mm stairs (39.37"-59.06")

Series Includes guard rails

Weight = 46.00 kg (101.38 lbs) 

XS1

XS8

XS8LTG Stone M10 for S1/S8

Series connection element equipped with 
positioning 
pins; used for fitting guard rails & 
staircases
Weight = 0.04 kg (0.09 lbs) 

XS1

XS8

XS8LTGC Plastic connector for XS8LTG

Series 

Weight = 0.02 kg (0.05 lbs)S8

XS1
STAIRS|
STEEL

Stairs up to 1000mm-metal 
profile with wood

Series Wooden steps for S1/S8/S8
Each step 20cm, guard rails on 
request
Weight = 42.00 kg (92.57 lbs)

XS1

XS8
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Rush and setup 
Xstage S4

  Versatile node platform stage system

   Extended heights and multi-tier platforms 

possible using standard parts

   Tapered wedge brace connection for a rigid, 

tolerance-free assembly

  Indoor and outdoor surface finish options available

8 mm 
0.31"

80 mm
3.15"

11 mm 
0.43"

15 mm 
0.59"

XS4PROFILE S4 aluminium profile

Series High-tensile aluminium profile

Weight = 2.23 kg/m (0.68 lbs/ft)XS4

XS4 Connecting element for S4 stage

Series Octagonal ring for wedge locking

Weight = 0.28 kg (0.62 lbs)XS4

*UDL depends on brace distribution

XSTAGE S4 Antislip plywood (outdoor use), deck colour may vary due to use of natural plywood, fenol coated SPECIFICATIONS CHART
code deck size height options max. UDL* top deck total weight storage height deck material

XS4PLY
2000x1000 mm 1000 - 2500 mm 750 kg / m² 22 mm 38.00 kg 200 mm

Outdoor plywood
78.74 x 39.37" 39.37 - 98.43" 153.60 lbs / ft² 0.87" 83.76 lbs 7.87" 

XS4PLX
2000x1000 mm 1000 - 2500 mm 750 kg / m² 22 mm 58.00 kg 200 mm

Plexiglass
78.74 x 39.37" 39.37 - 98.43" 153.60 lbs / ft² 0.87" 127.84 lbs 7.87" 
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XS4PLX S4 plexiglass top deck

Series Transparent surface, various colours available  
on requestXS4

XS4LEG-GR S4 adjustable leg system 500 mm (19.67")

Series Guard rail legs available from 2000 – 3500 mm 
(78.74" - 137.80").
500mm (19.68" ) module
Weight = 1.89 kg (4.01 lbs)

XS4

XS4LEG-FOOT S4 adjustable foot

Series For stage levelling up to 400mm (15.75") height
Weight = 1.60 kg (3.53 lbs) 

XS4PLY S4 plywood surface & composite

Series Anti-slip plywood for outdoor use.

XS4

XS4LEG S4 adjustable leg system 500 mm (19.67")

Series Legs available from 1000 – 2500 mm (39.37" - 98.43").
500mm (19.68" ) module
Weight = 1.89 kg (3.99 lbs) 

XS4

XS4 S4 Plug-in leg system-OPTIONAL USE

Series S4 deck also utilizes regular pipe-leg collars for 
versatile usage with 48 x 3 mm (1.89" x 0.12")
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XS4PLY|2x1m Xstage S4 for outdoor use 2x1m

Series 

Weight = 40.62 kg (89.53 lbs)

XS4LEG 60x5mm (2.36" x 0.20") tube leg

Series

XS4LEG-D|1000 Weight = 5.07 kg (11.17 lbs)

XS4LEG-D|1500 Weight = 6.89 kg (15.19 lbs)

XS4LEG-D|2000 Weight = 8.70 kg (19.17 lbs)

XS4LEG-D|2500 Weight = 10.51 kg (23.16 lbs)

XS4LEG-GR 60x5mm (2.36" x 0.20") tube leg with guard rail cap

Series

XS4LEG-GR|2000 Weight =  8.96 kg (19.75 lbs)

XS4LEG-GR|2500 Weight = 10.77 kg (23.74 lbs)

XS4LEG-GR|3000 Weight = 12.59 kg (27.74 lbs)

XS4LEG-GR|3500 Weight =  14.41 kg (31.76 lbs)

XS4GIRDER|1000 S4 girder 1000mm (39.37")

Series 

Weight = 1.38 kg (3.04 lbs)XS4
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XS4GIRDER|2000 S4 girder 2000mm (78.74")

Series 

Weight = 2.88 kg (6.34 lbs)XS4

XS4BRACE-B|1000 S4 brace 1000mm (39.37") straight

Series 40x2 tube (1.57"x 0.08")
Weight = 0.97 kg (2.14 lbs)XS4

XS4BRACE-B|2000 S4 brace 2000mm (78.74") straight

Series tube 40x2mm (1.57"x 0.08")
Weight = 1.61 kg (3.55 lbs)XS4

XS4BRACE sloping brace; 40x2mm (1.57"x 0.08") tube

Series 

XS4BRACE-D|1000x500 S4 sloping brace 1000 for fields 1x0.5m Weight =  1.24 kg (2.73 lbs)

XS4BRACE-D|1000x1000 S4 sloping brace 1000 for fields 1x1m Weight = 1.45 kg (3.20 lbs)

XS4BRACE-D|1000x1500 S4 sloping brace 1000 for fields 1x1.5m Weight = 1.70 kg (3.75 lbs)

XS4BRACE-D|2000x500 S4 sloping brace 2000 for fields 2x0.5m Weight = 1.84 kg (4.06 lbs)

XS4BRACE-D|2000x1000 S4 sloping brace 2000 for fields 2x1m Weight = 1.96 kg (4.32 lbs)

XS4BRACE-D|2000x1500 S4 sloping brace 2000 for fields 2x1.5m Weight = 2.14 kg (4.71 lbs)
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XS4GR|1000 S4 guard rail 1000mm  (39.37")

Series 40x2mm tube (1.57"x 0.08")
Weight = 3.60 kg (7.93 lbs)XS4

XS4GR|2000 S4 guard rail 2000mm (78.74")

Series 40x2mm tube (1.57"x 0.08")
Weight =  6.19 kg (13.64 lbs)XS4

XS4STAIRS-GR Guard rail for S4 staircase 40x2mm tube (1.57"x 0.08")

Series XS4STAIRS-GR STAIRS-T S4 guard rail-top (one piece) Weight = 7.20 kg (15.87 lbs)

XS4 XS4STAIRS-GR STAIRS-M S4 guard rail-middle (one piece) Weight =  5.00 kg (11.02 lbs)

XS4STAIRS-GR STAIRS-B S4 guard rail-bottom (one piece) Weight = 4.26 kg (9.39 lbs)

XS4STAIRS Staircase for S4

Series XS4STAIRS-T S4 stairs-top Weight = 20.64 kg (45.49 lbs)

XS4 XS4STAIRS-M S4 stairs-middle Weight = 20.89 kg (46.04 lbs)

XS4STAIRS-B S4 stairs-bottom Weight = 20.64 kg (45.49 lbs)
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S4-RAMP S4 loading ramp 8m (26.25´), height up to 2 m (6.56´)

Series consists of 4 S8 modules, includes braces and off-drive railing
Weight = 230.23 kg (507.43 lbs)XS4

XS4PIN S4 pin (wedge)

Series connecting element
Weight = 0.10 kg (0.22 lbs)XS4

XS4LEG-CAP S4 guard rail leg cap

Series 

Weight = 0.09 kg (0.19 lbs)XS4

XS4C|INNER S4 inner connector

Series For connecting two stage modules together
Weight = 0.31 kg (0.68 lbs)XS4
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XS4LEG-TOOL S4 leg mounting bracket for quick leg release

Series 

Weight = 8.00 kg (17.63 lbs)XS4

XS4LEG-KEY S4 key for tightening leg cap

Series 

Weight = 0.09 kg (0.19 lbs)XS4

XS4LEG-COVER|STEEL S4 guard rail leg cap

Series 

Weight = 0.45 kg (0.99 lbs)XS4

XS4C|OUTER S4 outer connector

Series For connecting two stage modules together
Weight = 0.20 kg (0.44 lbs)XS4
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Portable, lightweight, universal 
Ramps
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Easy Access 
OV10, 11, 12, 13  
Telescopic and foldable ramps

  Lightweight, telescopic and foldable loading ramp series

 Loading capacity up to 500 kg (1102 lbs)

 Maximum extended length up to 2900 mm (114.17")

 Anodized anti-slip surface

 Quick & simple operation

OV10 TELESCOPIC RAMPS TECHNICAL SPECIFICATIONS

Code Description
Electric 

wheelchair 
use

Minimum  
length

Maximum 
length A

Internal 
width B

External 
width C

Side height D
Recommended 

height (13°)
Loading capacity 

(SWL*) pair
Weight per 

piece

mm inch mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs

OV10E-1-1180 Ramp - 1 piece No 1180 46.46 1180 46.46 210 8.27 236 9.29 60 2.36 200 7.87 500 1102.10 3.4 7.49

OV10E-2-2040 Telescopic ramp - 2 pieces No 1180 46.46 2040 80.31 190 7.48 236 9.29 60 2.36 400 15.75 320 705.34 6.4 14.11

OV10E-3-2900 Telescopic ramp - 3 pieces No 1180 46.46 2900 114.17 170 6.69 236 9.29 60 2.36 600 23.62 260 573.09 9.0 19.84

OV11 TELESCOPIC RAMPS TECHNICAL SPECIFICATIONS

Code Description
Electric 

wheelchair 
use

Minimum 
length

Maximum 
length A

Internal 
width B

External 
width C

Side 
height D

Recommended 
height (13°)

Loading capacity 
(SWL*) pair

Weight per 
piece

mm inch mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs

OV11E-1-550 Ramp - 1 piece Yes 550 21.65 550 21.65 210 8.27 236 9.29 60 2.36 100 3.941 540 1190.27 1.6 3.53

OV11E-1-1150 Ramp - 1 piece Yes 1150 45.28 1150 45.28 210 8.27 236 9.29 60 2.36 200 7.87 500 1102.10 3.5 7.71

OV11E-2-1840 Telescopic ramp - 2 pieces Yes 1150 45.28 1840 72.44 190 7.48 236 9.29 60 2.36 400 15.75 360 793.51 6.5 14.33

OV11E-3-2530 Telescopic ramp - 3 pieces Yes 1150 45.28 2530 99.61 170 6.69 236 9.29 60 2.36 600 23.62 280 617.18 8.7 19.18

A

D

B

C

A

D

B

C

A

D

B

C

A

D

B

C

A

D

B

C

A

D

B

C

*SWL calculated for 500mm wheelbase

*SWL calculated for 500mm wheelbase
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OV12 FOLDABLE RAMPS TECHNICAL SPECIFICATIONS

Code Description
Electric 

wheelchair 
use

Minimum  
length

Maximum 
length A

Internal 
width B

External 
width C

Side  
height D

Recommended 
height (13°)

Loading capacity 
(SWL*) pair

Weight per 
piece

mm inch mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs

OV12E-1100 Foldable - 2 pieces Yes 550 21.65 1100 43.31 210 8.27 236 9.29 60 2.36 200 7.87 440 969.85 4.3 9.48

OV12E-1540 Foldable - 2 pieces Yes 770 30.31 1540 60.63 210 8.27 236 9.29 60 2.36 300 11.81 400 881.68 5.3 11.68

OV12E-2300 Foldable - 2 pieces Yes 1150 45.28 2300 90.55 210 8.27 236 9.29 60 2.36 500 19.69 300 661.26 7.8 17.19

OV13 FOLDABLE TELESCOPIC RAMPS TECHNICAL SPECIFICATIONS

Code Description
Electric 

wheelchair 
use

Minimum  
length

Maximum 
length A

Internal 
width B

External 
width C

Side  
height D

Recommended 
height (13°)

Loading capacity 
(SWL*) pair

Weight per 
piece

mm inch mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs

OV13E-1440
Foldable and telescopic 

- 3 pieces
Yes 550 21.65 1440 56.69 190 7.48 236 9.29 60 2.36 300 11.81 400 881.68 5.6 12.34

OV13E-2100
Foldable and telescopic 

- 3 pieces
Yes 770 30.31 2100 82.68 190 7.48 236 9.29 60 2.36 500 19.69 320 705.34 7.8 17.19

OV13E-3240
Foldable and telescopic 

- 3 pieces
Yes 1150 45.28 3240 127.56 190 7.48 236 9.29 60 2.36 800 31.50 220 484.92 11.0 24.25

C

C

A

A

A

D

B
B

B

D

D

C

A

D

B

C

A

D

B

C

A

D

B

C

*SWL calculated for 500mm wheelbase

*SWL calculated for 500mm wheelbase

B

A

CRamp

Clearance Height (mm) C

Pitch (10% - 30%) B
Length of Ramp (mm) A   =     x 100

Clearance Height (mm) C Pitch (10% - 30%) B

30% = 16,5°1500

1300

1100

900

700

500
550

450

300

100

1000 1500 2000 2250 2500 2750 3000 3500 4000 4500 5000

25% = 14°

20% = 11,3°

15% = 8,5°

10% = 5,7°

Length of Ramp (mm) A

Vehicle

wheel base
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Regular cut 
OV10

Chamfered cut 
OV11, 12, 13

OV10,11,13 Smart locking system

Series Spring loaded pin with zinc-chrome plated hook to secure 
the telescopic ramp

OV10,11,12,13 Comfort handling bar

Series Ergonomic handling bar for easy manipulation

OV10,11,12,13 Friction and scratch protective rubber pad

Series Available for both regular and chamfered (low profi le wheel) 
cut designs

OV10,11,12,13 Regular or chamfered cuts

Series Regular cut design for manual wheelchair use.
chamfered cut design for electric (low profi le)
wheelchair use

Milos_cat_10_2th_186_211_Ramps.indd   190 28.02.17   9:27



191

R
am

ps

Milos_cat_10_2th_186_211_Ramps.indd   191 28.02.17   9:27



192

 

 Lightweight loading ramp series

  Loading capacity SWL 280 kg (617.20 lbs) 

for 500 mm wheelbase (19.68") 

 Maximum length up to 2530 mm (99.61")

 Anodized anti-slip surface

 Quick & simple operation

Change the width and length 
OV14 ramps

OV14 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Ramp internal 
width B

Ramp external 
width C

Max adjustable 
overall width D

Height folded E Mounting height F Weight

   mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

OV14  Fixed adjustable  

telescopic ramp
2550 100.39 170 6.69 236 9.29 1200 47.24 1178 46.38

450 (11°)  

600 (15°)

17.72 

23.62
36 79.35

D

C

E

B

A

OV14 Positioning hinge bar

Series Adjustable positioning of the ramp within hinge bar,  
chamfered design for electric wheelchair use.

OV14 Telescopic design 

Series Retractable design for easy handling and compact storage
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 Simple use

 Anodized

 Lightweight

  Loading capacity of SWL 400 kg (881.68 

lbs) for 500 mm wheelbase (19.68") 

 Length up to 2740mm (107.87")

 600mm, 800mm, 1000mm widths (23.62", 31.50", 39.37")

 Anti-slip surface

Portable, lightweight, universal
RA01 folding ramps

A

F

D

B

C

RA01 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

External 
width C

Mounting 
depth D

Height 
folded E

Mounting height F
min and max usable sloping angle

Weight

mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA01-450x600 Folding and compact 2243 88.31 600 23.62 685 26.97 100 3.94 1180 46.46
380(11°)

800(22°)

14.94 (11°)

31.50 (22°)
21 46.29

RA01-405x800 Folding and compact 2023 79.65 800 31.50 885 34.84 100 3.94 1070 42.13
350 (11°)

 750 (23°)

13.78 (11°) 

29.53 (23°)
21 46.29

RA01-450x800 Folding and compact 2243 88.31 800 31.50 885 34.84 100 3.94 1180 46.46
380 (11°)

800 (22°)

14.96 (11°) 

31.50 (22°)
23 50.70

RA01-550x800 Folding and compact 2743 107.99 800 31.50 885 34.84 100 3.94 1430 56.30
470 (11°)

900 (20°)

18.50 (11°) 

35.43 (20°)
28 61.72

RA01-550x1000 Folding and compact 2743 107.99 1000 39.37 1085 42.72 100 3.94 1430 56.30
470 (11°) 

900 (20°)

18.50 (11°) 

35.43 (20°)
32 70.53

E
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 Folding vehicle access ramp solution

 Designed for safe wheelchair access

  Loading capacity up to 400 Kg (881.7 lbs) 

for 500 mm wheelbase

  Maximum extended length up to 

3240 mm (127.56")

 Anodized anti-slip surface

 Quick & simple operation

 Gas strut for easy handling

 Optional safety belts

 Optional turning adapter for 10/11/12/20 types

 Front and side crash test at 20G 

 Conformity with EN 1789/A2

Portable, lightweight, universal
RA10, 11, 12, 20, 30, 40  
Healthcare ramps

RA10 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA10-405x800 Folding - 2 pieces 2033 80.04 800 31.50 1005 39.57 840 33.07 255 10.04 1112 43.78
305 (11°)  

550 (18°)

12.00 (11°) 

21.65 (18°)
29 63.92

RA10-405x1000 Folding - 2 pieces 2033 80.04 1000 39.37 1205 47.44 1040 40.94 255 10.04 1112 43.78
305 (11°)  

550 (18°)

12.00 (11°) 

21.65 (18°)
36 79.35

RA10-450x600 Folding - 2 pieces 2253 88.70 600 23.62 805 31.69 640 25.20 255 10.04 1222 48.11
350 (11°)  

600 (18°)

13.78 (11°) 

23.62 (18°)
28 61.72

RA10-450x800 Folding - 2 pieces 2253 88.70 800 31.50 1005 39.57 840 33.07 255 10.04 1222 48.11
350 (11°) 

600 (18°)

13.78 (11°) 

23.62 (18°)
30 66.13

RA10-450x1000 Folding - 2 pieces 2253 88.70 1000 39.37 1205 47.44 1040 40.94 255 10.04 1222 48.11
350 (11°)  

600 (18°)

13.78 (11°)

23.62 (18°)
37 81.56

RA10-550x600 Folding - 2 pieces 2754 108.43 600 23.62 815 32.09 640 25.20 255 10.04 1472 57.95
450 (11°)  

750 (18°)

17.72 (11°) 

29.53 (18°)
29 63.92

RA10-550x800 Folding - 2 pieces 2754 108.43 800 31.50 1005 39.57 840 33.07 255 10.04 1472 57.95
450 (11°)  

750 (18°)

17.72 (11°)  

29.53 (18°)
35 77.15

RA10-550x1000 Folding - 2 pieces 2754 108.43 1000 39.37 1205 47.44 1040 40.94 255 10.04 1472 57.95
450 (11°)  

750 (18°)

17.72 (11°) 

29.53 (18°)
38 83.76

* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

*suitable for cars with raised bumper

C B

D

C E

F

128 mm
5 1/16"

min.
80 mm
3 1/8"

A

G
150 mm
5 15/16"

250 mm
9 13/16"

max. 6.5˚

200 mm
7 7/8"
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* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

RA11 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA11-450x800 Folding - 2 pieces 2258 88.90 800 31.50 1005 39.57 840 33.07 255 10.04 1166 45.91
350 (11°)  

600 (18°)

13.78 (11°)

23.62 (18°)
30 66.13

RA11-450x1000 Folding - 2 pieces 2258 88.90 1000 39.37 1205 47.44 1040 40.94 255 10.04 1166 45.91
350 (11°)  

600 (18°)

13.78 (11°)  

23.62 (18°)
37.5 82.66

RA11-550x800 Folding - 2 pieces 2760 108.66 800 31.50 1005 39.57 840 33.07 255 10.04 1423 56.02
450 (11°) 

750 (18°)

17.72 (11°)  

29.53 (18°)
35.5 78.25

RA11-550x1000 Folding - 2 pieces 2760 108.66 1000 39.37 1205 47.44 1040 40.94 255 10.04 1423 56.02
450 (11°)  

750 (18°)

17.72 (11°) 

29.53 (18°)
39 85.96

RA12 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA12-450x800 Folding - 2 pieces 2158 84.96 800 31.50 1005 39.57 840 33.07 255 10.04 1117 43.98
350 (11°)  

600 (18°)

13.78 (11°) 

23.62 (18°)
30 66.13

RA12-450x1000 Folding - 2 pieces 2158 84.96 1000 39.37 1205 47.44 1040 40.94 255 10.04 1117 43.98
350 (11°)  

600 (18°)

13.78 (11°)  

23.62 (18°)
37 81.56

RA12-550x800 Folding - 2 pieces 2660 104.72 800 31.50 1005 39.57 840 33.07 255 10.04 1373 54.06
450 (11°)  

750 (18°)

17.72 (11°)  

29.53 (18°)
34 74.94

RA12-550x1000 Folding - 2 pieces 2660 104.72 1000 39.37 1205 47.44 1040 40.94 255 10.04 1373 54.06
450 (11°)  

750 (18°)

17.72 (11°)  

29.53 (18°)
38 83.76

* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

*suitable for cars with low bumpers

C B

D

C E

F

20 mm
 7/8"

min.
80 mm
3 1/8"

A

G
150 mm
5 15/16"

max. 6.5˚

200 mm
7 7/8"

250 mm
9 13/16"

*suitable for cars with raised bumpers

C B

D

C E

F

22 mm
 7/8"

min.
80 mm
3 1/8"

max. 6.5˚

200 mm
7 7/8"

250 mm
9 13/16"

A

G
150 mm
5 15/16"

250 mm
9 13/16"
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RA20 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

   mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA20-550x800 Folding - 3 pieces 2750 108.27 800 31.50 1005 39.57 840 33.07 310 12.20 1052 41.42
450 (11°-13°)

700 (18°)

17.72 (11°-13°)

27.56 (18°)
36 79.35

* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

RA30 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA30-450x800
Folding and  

swiveling - 2 pieces
2255 88.78 800 31.50 1180 46.46 840 33.07 306 12.05 1246 49.06

350 (11°)  

600 (18°)

13.78 (11°)  

23.62 (18°)
32 70.53

RA30-450x1000
Folding and  

swiveling - 2 pieces
2255 88.78 1000 39.37 1380 54.33 1040 40.94 306 12.05 1246 49.06

350 (11°)  

600 (18°)

13.78 (11°)  

23.62 (18°)
39 85.96

C B

D

C E

F

142 mm
5 9/16"

min.
80 mm
3 1/8"

A

G
150 mm
5 15/16"

250 mm
9 13/16"

max. 6.5˚

200 mm
7 7/8"

*suitable for cars with raised bumpers

*suitable for cars with raised bumpers

C B

D

C E

F

151 mm
5 15/16"

min.
80 mm
3 1/8"

A

G
150 mm
5 15/16"

250 mm
9 13/16"

max. 6.5˚

210 mm
8 1/4"
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RA40 RAMPS TECHNICAL SPECIFICATIONS

Code Description
Length A

Internal 
width B

Bottom 
width C

Top  
width D

Mounting 
depth E

Height 
folded F

Mounting height G
min and max usable sloping angle *

Weight

   mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs

RA40-550x800
Folding and  

swiveling - 3 pieces
2750 108.27 800 31.50 1180 46.46 840 33.07 355 13.98 1076 42.36

450 (11°-13°)  

700 (18°)

17.72 (11°-13°) 

27.56 (18°)
37 81.56

RA40-550x1000
Folding and  

swiveling - 3 pieces
2750 108.27 1000 39.37 1380 54.33 1040 40.94 355 13.98 1076 42.36

450 (11°-13°)  

700 (18°)

17.72 (11°-13°) 

27.56 (18°)
43 94.78

* Foldable ramp can be installed in a wide range of vehicles. Contact one of our Design Centres for specific technical details. 

*suitable for cars with raised bumpers

C B

D

C E

F

166 mm
6 9/16"

min.
80 mm
3 1/8"

A

G
210 mm
8 1/4"

250 mm
9 13/16"

max. 6.5˚

210 mm
8 1/14"

RA 10, 11, 12,
RA 20

Quick attach mechanism

Series Allows mounting/demounting the 
ramp into/from the van´s floor 

RA 10, 11, 12,
RA 20, 30, 40

Gas piston

Series For easy ramp handling and 
operation

EXTENDABLE & REMOVABLE
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RA 10, 11, 12,
20

RA10 swivel adapter

Series allows the ramp to swivel inside 
the car. Available for widths  
600, 800, 1000mm.

RA 30, 40 Swiveling mechanism

Series Swiveling ramp platform for 
free access while ramp is still 
mounted inside 

RA 10, 11, 12,
RA 20, 30, 40

Spring lock 

Series 

RA 20, 40 Lock for 3rd piece on RA20,40

Series 

FOLDABLE

SWIVELING
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 Simple assembly

 Anodized

 Lightweight

 Loading capacity SWL 400kg (881.68 lbs)

 Width 900mm, 1200mm (35.43", 47.24")

 Anti slip open surface

 Protective 50 mm rim on sides

Up and down 
RAM ramps for buildings

D

D

D

D

D

B

B B

B

C

A A
C

C

A

A

C

FLAT  
LANDING

90° left-turn end landing

Used at the top end of the ramp set connectable directly to the 
building on the exit side, anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
1250x1250
(90°)HL

1380 54.33" 1321 52.00" 1250 49.21" 920 36.22" 19.9 43.86

FLAT  
LANDING

90° right-turn end landing

Used at the top end of the ramp set connectable directly to the 
building on the exit side, anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
1250x1250
(90°)HP

1380 54.33" 1321 52.00" 1250 49.21" 920 36.22" 19.9 43.86

FLAT  
LANDING

90° turning landing

Used to connect ramp from both sides, anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
1250x1250
(90°)

1321 52.00" 1321 52.00" 1250 49.21" 920 36.22" 19.9 43.86

FLAT  
LANDING

180° straight end landing

Used at the top part of the ramp, connects directly to the exit of 
the building, anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
1250x1250H 1290 50.79" 1411 55.55" 1250 49.21" 920 36.22" 20 43.86
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GUARD RAILS Guard rails that attach to any landing or ramp

Connection material included, round endings of  
guard-rails available on request

Code
A B Weight

mm inch mm inch kg lbs

RAM-RAILING-350 350.0 13.78 900 35.43 3.1 6.83

RAM-RAILING-430 430.0 16.93 900 35.43 3.3 7.27

RAM-RAILING-500 500.0 19.69 900 35.43 3.8 8.38

RAM-RAILING-1000 1000.0 39.37 900 35.43 4.8 10.58

RAM-RAILING-1250 1250.0 49.21 900 35.43 5.1 11.15

RAM-RAILING-1500 1500.0 59.06 900 35.43 5.5 12.01

RAM-RAILING-2000 2000.0 78.74 900 35.43 6.5 14.33

RAM-RAILING-2500 2500.0 98.43 900 35.43 7.2 15.87

RAM-RAILING-2630 2630.0 103.54 900 35.43 7.4 16.31

RAM-RAILING-3000 3000.0 118.11 900 35.43 7.9 17.41

SLOPING 
RAMPS

180° straight ramp. To be used with a max. 6% angle (3.4°)

Used to connect to another ramp or landing from both sides,  
anodized surface

Code
A B C Weight

mm inch mm inch mm inch kg lbs

RAM90-500 500 19.69 940.0 37.01 900.0 35.43 6.2 13.67

RAM90-1000 1000 39.37 940.0 37.01 900.0 35.43 10.6 23.36

RAM90-1250 1250 49.21 940.0 37.01 900.0 35.43 12.8 28.21

RAM90-1500 1500 59.06 940.0 37.01 900.0 35.43 15.0 33.06

RAM90-2000 2000 78.74 940.0 37.01 900.0 35.43 19.8 43.64

RAM90-2500 2500 98.43 940.0 37.01 900.0 35.43 24.2 53.34

RAM90-3000 3000 118.11 940.0 37.01 900.0 35.43 28.6 63.04

U-FLAT 
LANDING

180° U-shaped flat landing

Used to connect ramp from both sides, in  
U-turn shape, anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
2000x1250 
(180°)

2040 80.31" 1321 52.00" 1250 49.21" 920 36.22" 29.4 64.80

2X1 FLAT  
LANDING

180° straight end landing

Used to connect ramp from both sides,  
anodized surface

Code
A B C D Weight

mm inch mm inch mm inch mm inch kg lbs

RAM90-
1500x900 1582 62.28" 1500 59.06" 900 35.43" 940 37.01" 18.7 41.22

A

B

A

D
B

C

A

B

C

A C

B

RAM90 -BOTTOM 
SECTION

Drive-on section for RAM sets with up to 10° angle, 
anodized metal sheet with anti-slip surface. Connection 
material included. 

Code
A B Weight

mm inch mm inch kg lbs

RAM90-BP 900 35.43 265 10.43 2.47 5.44

A

B

10°

RAM RAIL CAP 
PART 180°

Guard rail cap - oval

Code

Weight 0.5 kg (1.10 lbs) 

D

D
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LEGS 40x40x2mm profile leg with antislip bolt with plastic 
cap. Adjustable. Connection material included. Anodized ; 
d=10cm foot with precise adjustment bolt.

Code
A B Weight

mm inch mm inch kg lbs

RAM-LEG-500 500 19.69 50.0 1.97 1.0 2.25

RAM-LEG-700 700 27.56 50.0 1.97 1.4 3.09

RAM-LEG-1000 1000 39.37 50.0 1.97 1.6 3.61

RAM-LEG-1200 1200 47.24 50.0 1.97 1.8 3.97

RAM-LEG-1500 1500 59.06 50.0 1.97 2.1 4.52

RAM-LEG-1700 1700 66.93 50.0 1.97 2.2 4.85

WALL  
ATTACHMENT

Wall attachment plate.  Connection material to  
the RAM set included,  pre-drilled d=6.5mm holes 
for wall anchors or bolts.

Code
A B Weight

mm inch mm inch kg lbs

RAM90WALL 126 4.96 193 7.59 0.3 0.66

A

B

A
B

RAM90 - 
DIAGONAL BRACE

Diagonal brace with 2mm thick lugs for attachment to the 
leg profiles. Used for structural reinforcement of RAM 
sets over 500mm height.

Code
A B Weight

mm inch mm inch kg lbs

RAM-BRACE-900x600 936 36.85 600 23.62 1.4 3.09

RAM-BRACE-1500x900 1021 40.20 900 35.43 1.6 3.53

RAM-BRACE-1250x1100 1021 40.20 1100 43.31 1.7 3.75

RAM-BRACE-1500x300 1261 49.65 300 11.81 1.6 3.53

RAM-BRACE-2000x900 1751 68.94 900 35.43 2.1 4.63

A

B

RAM90 -BRACE Straight brace with 2mm thick lugs for attachment to 
the leg profiles. Used for structural reinforcment of RAM 
sets over 500mm height.

Code
A B Weight

mm inch mm inch kg lbs

RAM-BRACE-900 936 36.85 42 1.65 1.3 2.87

RAM-BRACE-1250 1021 40.20 42 1.65 1.4 3.09

RAM-BRACE-1500 1261 49.65 42 1.65 1.6 3.53

RAM-BRACE-2000 1751 68.94 42 1.65 2.0 4.41

• Milos RAM systems follow recommendations according to DIN 18040-1 (Requirements for wheelchair access in publically accessible buildings • RAM90 sloping ramps must be followed with  
a flat landing (minimum length of 1.5m) after every 6 meters of sloped ramp (with max. 6% of inclination) • Contact our R&D Department for more information or consultations

CONNECTOR For connecting two straight ramps. 

Code

Weight 0.25 kg ( 0.55 lbs)RAM-CONN

A - B

A

B

20°

RAM90 -UPPER 
SECTION

Drive-off section for RAM sets with up to 20° angle  
anodized metal sheet with anti-slip surface.

Code
A B Weight

mm inch mm inch kg lbs

RAM90-UP 900 35.43 185.0 7.28 2.14 4.72

Milos_cat_10_2th_186_211_Ramps.indd   204 28.02.17   9:28



205

R
am

ps

1

2

3

14

4

5

6

7
8

9 10

16

15

11

12

13

6590 mm
21'- 7 4/10" 

2040 mm
80 5/16" 

585 mm
1'- 11 0/10" 

5200 mm
17'- 0 7/10" 

820 mm
2'- 8 3/10" 

1260 mm
4'- 1 6/10" 

1260 mm
4'- 1 6/10" 

900 mm
2'-11 4/10" 

2

3

4

5

6

7

8

9
1

900 mm
2'- 11 4/10" 

5700 mm
18'-8 4/10" 

290 mm
0'- 11 4/10" 

1260 mm
4'- 1 6/10" 

600 mm
1'- 11 6/10" 

4600 mm
15'- 1 1/10" 

1260 mm
4'- 1 6/10" 

1260 mm
4'- 1 6/10" 

ITEMS TO BUILD STRUCTURE BELOW
RAM90-2500 3 pieces

RAM90-2000x1250 (180°) 1 piece

RAM90-1250x1250 (90°) HL 1 piece

RAM90-BP 1 piece

RAM RAIL ENDING PART 2 pieces

RAM-RAILING-2500 6 pieces

RAM-RAILING-1250 4 piece

RAM-RAILING-2000 1 piece

RAM-LEG-500 2 pieces

RAM-LEG-700 7 pieces

RAM-LEG-1000 5 pieces

RAM-BRACE-1250 2 pieces

RAM-BRACE-1250x300 2 pieces

RAM-BRACE-1250x600 2 pieces

RAM-BRACE-2000 1 piece

RAM-BRACE-2000x300 1 piece

1

2

3

4

15

6

7

8

9

10

11

12

13

14

15

16

ITEMS TO BUILD STRUCTURE BELOW
RAM90-2500 2 pieces

RAM90-1250x1250 (90°) 1 piece

RAM90-1250x1250 (90°) HP 1 piece

RAM90-BP 1 piece

RAM-RAILING-2500 4 pieces

RAM-RAILING-1250 4 pieces

RAM-RAILING-350 1 piece

RAM-LEG-350 5 pieces

RAM-LEG-750 5 pieces

1

2

3

4

5

6

7

8

9
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Drive up the truck
OV50 light ramps

 Lightweight profi le made of EN AW-6063 T6

 Raised side rails as standard

 Anti-slip surface

 Loading capacity up to 1950 kg (4290 lbs)

 Length up to 5000mm (196.85")

 Wide selection of sizes

 Ultra heavy duty use

 Ideal for concert touring

OV50 - Profile detail

OV50 Light loading ramps

Series Available in 200 - 400 - 600 - 800 - 1000mm (7.87 - 15.75 - 23.62 - 31.50 - 39.37"). Side railing height 45mm (1.77")
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OV50 TECHNICAL SPECIFICATIONS

Code
Length Width Height SWL per piece * Weight per piece

mm in mm in mm in kg lbs kg lbs

OV50-200x1500 1500 59.06 200 7.87 450 17.72 820.00 1804.00 6.00 13.20

OV50-200x2000 2000 78.74 200 7.87 600 23.62 660.00 1452.00 8.00 17.60

OV50-200x2500 2500 98.43 200 7.87 750 29.53 530.00 1166.00 9.00 19.80

OV50-200x3000 3000 118.11 200 7.87 900 35.43 440.00 968.00 11.00 24.20

OV50-200x3500 3500 137.80 200 7.87 1050 41.34 380.00 836.00 13.00 28.60

OV50-200x4000 4000 157.48 200 7.87 1200 47.24 330.00 726.00 14.00 30.80

OV50-400x1500 1500 59.06 400 15.75 450 17.72 1780.00 3916.00 12.00 26.40

OV50-400x2000 2000 78.74 400 15.75 600 23.62 1450.00 3190.00 15.00 33.00

OV50-400x2500 2500 98.43 400 15.75 750 29.53 1200.00 2640.00 18.00 39.60

OV50-400x3000 3000 118.11 400 15.75 900 35.43 1000.00 2200.00 22.00 48.40

OV50-400x3500 3500 137.80 400 15.75 1050 41.34 860.00 1892.00 25.00 55.00

OV50-400x4000 4000 157.48 400 15.75 1200 47.24 750.00 1650.00 28.00 61.60

OV50-400x4500 4500 177.17 400 15.75 1350 53.15 670.00 1474.00 31.00 68.20

OV50-400x5000 5000 196.85 400 15.75 1500 59.06 600.00 1320.00 35.00 77.00

OV50-600x1500 1500 59.05 600 23.62 450 17.71 1800.00 3960.00 19.00 41.80

OV50-600x2000 2000 78.74 600 23.62 600 23.62 1490.00 3278.00 24.00 52.80

OV50-600x2500 2500 98.42 600 23.62 750 29.52 1260.00 2772.00 29.00 63.80

OV50-600x3000 3000 118.11 600 23.62 900 35.43 1080.00 2376.00 34.00 74.80

OV50-600x3500 3500 137.79 600 23.62 1050 41.33 930.00 2046.00 40.00 88.00

OV50-600x4000 4000 157.48 600 23.62 1200 47.24 810.00 1782.00 45.00 99.00

OV50-600x4500 4500 177.16 600 23.62 1350 53.14 730.00 1606.00 50.00 110.00

OV50-600x5000 5000 196.85 600 23.62 1500 59.05 690.00 1518.00 56.00 123.20

OV50-800x1500 1500 59.06 800 31.50 450 17.72 1950.00 4290.00 23.00 50.60

OV50-800x2000 2000 78.74 800 31.50 600 23.62 1700.00 3740.00 30.00 66.00

OV50-800x2500 2500 98.43 800 31.50 750 29.53 1450.00 3190.00 36.00 79.20

OV50-800x3000 3000 118.11 800 31.50 900 35.43 1250.00 2750.00 43.00 94.60

OV50-800x3500 3500 137.80 800 31.50 1050 41.34 1070.00 2354.00 50.00 110.00

OV50-800x4000 4000 157.48 800 31.50 1200 47.24 940.00 2068.00 56.00 123.20

OV50-800x4500 4500 177.17 800 31.50 1350 53.15 835.00 1837.00 63.00 138.60

OV50-800x5000 5000 196.85 800 31.50 1500 59.06 800.00 1760.00 69.00 151.80

OV50-1000x1500 1500 59.06 1000 39.37 450 17.72 1950.00 4290.00 29.00 63.80

OV50-1000x2000 2000 78.74 1000 39.37 600 23.62 1700.00 3740.00 37.00 81.40

OV50-1000x2500 2500 98.43 1000 39.37 750 29.53 1450.00 3190.00 45.00 99.00

OV50-1000x3000 3000 118.11 1000 39.37 900 35.43 1250.00 2750.00 53.00 116.60

OV50-1000x3500 3500 137.80 1000 39.37 1050 41.34 1070.00 2354.00 62.00 136.40

OV50-1000x4000 4000 157.48 1000 39.37 1200 47.24 940.00 2068.00 70.00 154.00

OV50-1000x4500 4500 177.17 1000 39.37 1350 53.15 835.00 1837.00 78.00 171.60

OV50-1000x5000 5000 196.85 1000 39.37 1500 59.06 800.00 1760.00 86.00 189.20

B

A

CRamp

Clearance Height (mm) C

Pitch (10% - 30%) B
Length of Ramp (mm) A   =     x 100

Clearance Height (mm) C Pitch (10% - 30%) B

30% = 16,5°1500

1300

1100

900

700

500
550

450

300

100

1000 1500 2000 2250 2500 2750 3000 3500 4000 4500 5000

25% = 14°

20% = 11,3°

15% = 8,5°

10% = 5,7°

Length of Ramp (mm) A

Vehicle

*SWL counted for 1250 mm wheelbase

wheel base
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Drive up the truck
OV100 ramps

 Easy handling and manipulation

 Anti-slip surface

 Length up to 4000mm (157.5")

 Robust EN-AW 6063 T6 aluminium profi le

 Industrial, commercial and automotive use

 Wide selection of sizes 

 Optional side rails available

OV100 Heavy loading ramps

Series Available in 200 - 400 - 600 - 800 - 1000mm (7.87 - 15.75 - 23.62 - 31.50 - 39.37´´). 

OV100 - Profile detail
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Length of Ramp (mm) A
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OV100 LOADING RAMP TECHNICAL SPECIFICATIONS

Code
Length Width Height SWL per piece * Weight per piece

mm in mm in mm in kg lbs kg lbs

OV100-200x1500 1500 59.06 200 7.87 450 17.72 855.00 1881.00 7.00 15.40

OV100-200x2000 2000 78.74 200 7.87 600 23.62 720.00 1584.00 10.00 22

OV100-200x2500 2500 98.43 200 7.87 750 29.53 655.00 1441.00 12.00 26.40

OV100-200x3000 3000 118.11 200 7.87 900 35.43 590.00 1298.00 14.00 30.80

OV100-200x3500 3500 137.80 200 7.87 1050 41.34 485.00 1067.00 16.00 35.20

OV100-200x4000 4000 157.48 200 7.87 1200 47.24 410.00 902.00 18.00 39.60

OV100-400x1500 1500 59.06 400 15.75 450 17.72 1790.00 3938.00 14.00 30.80

OV100-400x2000 2000 78.74 400 15.75 600 23.62 1470.00 3234.00 19.00 41.80

OV100-400x2500 2500 98.43 400 15.75 750 29.53 1220.00 2684.00 23.00 50.60

OV100-400x3000 3000 118.11 400 15.75 900 35.43 1120.00 2464.00 27.00 59.40

OV100-400x3500 3500 137.80 400 15.75 1050 41.34 980.00 2156.00 32.00 70.40

OV100-400x4000 4000 157.48 400 15.75 1200 47.24 825.00 1815.00 36.00 79.20

OV100-600x1500 1500 59.06 600 23.62 450 17.72 1890.00 4158.00 21.00 46.20

OV100-600x2000 2000 78.74 600 23.62 600 23.62 1660.00 3652.00 28.00 61.60

OV100-600x2500 2500 98.43 600 23.62 750 29.53 1500.00 3300.00 34.00 74.80

OV100-600x3000 3000 118.11 600 23.62 900 35.43 1415.00 3113.00 41.00 90.20

OV100-800x1500 1500 59.06 800 31.50 450 17.72 1990.00 4378.00 28.00 61.60

OV100-800x2000 2000 78.74 800 31.50 600 23.62 1750.00 3850.00 37.00 81.40

OV100-800x2500 2500 98.43 800 31.50 750 29.53 1500.00 3300.00 46.00 101.20

OV100-800x3000 3000 118.11 800 31.50 900 35.43 1415.00 3113.00 55.00 121.00

OV100-1000x1500 1500 59.06 1000 39.37 450 17.72 1990.00 4378.00 35.00 77.00

OV100-1000x2000 2000 78.74 1000 39.37 600 23.62 1750.00 3850.00 46.00 101.20

OV100-1000x2500 2500 98.43 1000 39.37 750 29.53 1500.00 3300.00 57.00 125.40

OV100-1000x3000 3000 118.11 1000 39.37 900 35.43 1415.00 3113.00 68.00 149.60

*SWL counted for 1000 mm wheelbase

wheel base
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Drive up the truck
OV110 foldable ramps

 Convenient folding mechanism

 Anti-slip surface

 Loading capacity up to 725 kg (1595 lbs)

 Robust EN-AW 6063 T6 aluminium profi le 

 Length up to 3000mm (118.11")

 Wide selection of sizes 

 Ideal for concert touring

 Optional side rails available

OV110 Foldable loading ramps

Series Available in 200 - 400 - 600 - 800mm (7.87 - 15.75 - 23.62 - 31.50´´). 

OV110 - Profile detail
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Length of Ramp (mm) A
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OV110 FOLDABLE LOADING RAMP TECHNICAL SPECIFICATIONS

Code
Length Width Height SWL per piece * Weight per ramp

mm in mm in mm in kg lbs kg lbs

OV110-200x2000 2000 78.74 200 7.87 600 23.62 333.50 733.70 10.00 22

OV110-200x2500 2500 98.43 200 7.87 750 29.53 266.50 586.30 12.00 26.40

OV110-200x3000 3000 118.11 200 7.87 900 35.43 200 440.00 14.00 30.80

OV110-400x2000 2000 78.74 400 15.75 600 23.62 650 1430.00 20.00 44

OV110-400x2500 2500 98.43 400 15.75 750 29.53 500 1100.00 24.00 52.80

OV110-400x3000 3000 118.11 400 15.75 900 35.43 400 880.00 29.00 63.80

OV110-600x2000 2000 78.74 600 23.62 600 23.62 725 1595.50 30.00 66

OV110-600x2500 2500 98.43 600 23.62 750 29.53 675 1485.00 36.00 79.20

OV110-600x3000 3000 118.11 600 23.62 900 35.43 600 1320.00 43.00 94.60

OV110-800x2000 2000 78.74 800 31.50 600 23.62 725 1595.50 40.00 88.00

OV110-800x2500 2500 98.43 800 31.50 750 29.53 675 1485.00 49.00 107.80

OV110-800x3000 3000 118.11 800 31.50 900 35.43 600 1320.00 57.00 125.40

*SWL counted for 1000 mm wheelbase

wheel base
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www.milossystems.com

MILOS s.r.o. 

Špindlerova 286

413 01 Roudnice nad Labem

Czech Republic 

Tel +420 416 810 800

info@milos.cz 

Area Four Industries HQ  

Czech Republic

Špindlerova 286

41301 Roudnice nad Labem

Czech Republic

T +420 416 810 800

contactus@areafourindustries.com

Milos (Guangzhou) Co, Ltd 

House No. 1-3, 6 Gong-Ye Road

Da-Wen Cun

Dong-Chong Zhen

Nansha District, Guangzhou

Tel +86 203 490 0968

info@milos.cn 

Area Four Industries  

Germany

Johann-Krane-Weg 27

48149 Münster

Germany

T +49 251 202 4014-0

info@areafourindustries.de

Area Four Industries  

United Kingdom

Unit 5-6 Beechwood Estate

Cattle Dyke, Gorefield, Wisbech

Cambridgeshire PE13 4NR

United Kingdom

T +44 (0)1945 410 700

info@areafourindustries.co.uk

Area Four Industries  

America

5427 N. National Dr.

Knoxville, TN 37914

USA

T +1 800 411 0065

info@areafourindustries.us




